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Inkjet

A non-impact printing
technology that creates
characters and graphics
by the composition of
programmed patterns of
ink dots.

[ e

Printer has
missing or
damaged parts

Contact your point of
purchase.

Understanding
your printer

Chapter 1

This book describes how to use your printer on an OS/2 operating
system.

Your printer is a general purpose color inkjet printer that provides
high quality text and graphics.

For information about: See page:
Using the parts of the printer 2
Using the printer’s buttons and lights 5

Using the buttons 5
Understanding the lights 6

Understanding your printer
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Using the parts of the printer

This illustration shows the front parts of the printer.
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When you want to:

(A) Media guide Align the automatic feeder to the correct
paper size.
(B) Media support Keep paper and specialty media straight

in the automatic feeder.

(C) Automatic feeder Automatically load paper and specialty
media. The automatic feeder holds up to:
» 100 sheets of paper
» 10 transparencies or glossy film
« 25 sheets of photo paper
25 iron-on transfers
25 sheets of labels
10 envelopes, greeting cards,
postcards, or index cards

2 Chapter 1



(D) Manual feeder

Manually load paper and specialty media
one sheet at a time. You can also use the
manual feeder when:

* You have one type of media already
loaded in the automatic feeder, and
you want to print one sheet of a
different size or type.

For example, you may have plain
paper loaded in the automatic feeder,
but you need to print an envelope or
transparency.

« Paper feeds incorrectly from the
automatic feeder.

(E) Buttons and lights

» Check the printer status.
* Turn the printer on or off.
» Eject paper from the printer.

For more information, see “Using the
printer’'s buttons and lights” on page 5.

(F) Front cover

« Install or change print cartridges.
e Clear paper jams.

(G) Paper exit tray

Stack paper after printing.

Understanding your printer
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The following illustration shows the back parts of the printer.

Use the:

When you want to:

(H) Banner paper support

(located inside the
banner paper holder)

Keep banner paper straight in the banner
paper holder (maximum 10 sheets).

Note: Printing banners is not supported by
OS/2 applications.

(I) Banner paper holder

Print on banner or continuous form paper.

Note: Printing banners is not supported by
0S/2 applications.

(J) Power supply

Supply power to the printer.

(K) Parallel cable
(not supplied)

Connect the printer to the computer for
bidirectional communication.

(L) USB port

Chapter 1

Connect your USB (Universal Serial Bus)
cable (not supplied) to the printer.

Note: Not supported in OS/2.

Interface

A data conversion
device, such as the
parallel cable, that
allows communication
between the printer and
the computer.

@hmam

Parallel cable
interface problems
occur

For help, see
“Bidirectional
Communications
problems” in the Printer
Driver Help. To open the
Printer Driver Help, click:

1 File.

2 Print (or Printer)
Setup.

3 The Properties,
Options, or Setup push
button.

4 The Help push button.

Intermittent
printing occurs

For help, see
“Bidirectional
Communications
problems” in the Printer
Driver Help. To open the
Printer Driver Help from
your application, click:

1 File.

2 Print (or Printer)
Setup.

3 The Properties,
Options, or Setup push
button.

4 The Help push button.



(£ e Using the printer’s buttons
The Power light is and |IghtS

on and the Paper

Elf_’elg light is Your printer has two groups of buttons and lights.
inking

The printer may be out of
paper or have a paper |
jam. Check your screen USIng the bUttonS

for any error messages.

o Your printer has a Power button and a Paper Feed button.
If the printer is out of

paper:

Use the: When you want to:

1 Load paper.
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2 Press the Paper Feed
button. O £l | Turn the printer on or off.

If the printer has a paper _—\’

jam, remove the paper

from the automatic

feeder. If the paper is Power button
lodged too far into the
printer:

1 Raise the front cover. - Eject paper from the printer.

2 Remove the paper. * Load the automatic or manual sheet
feeder with paper after running out.

< Continue printing.

3 Press the Paper Feed
button.

For help, see “Paper Paper Feed butto
jams” on page 18.

If the problem persists,
you may be using a
wrong or damaged cable.
For help, see
“Bidirectional
Communications
problems” in the Printer
Driver Help.

Understanding your printer 5
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Understanding the lights

Your printer has a Power light and a Paper Feed light.

If your printer lights look Then the printer:

like this:

@fq @{’m
Both lights areOff
&i @z’m
Power light isOn

Paper Feed light i9ff

@ @

Both lights areOn

Is Off.

Is On and ready to print.

Is printing.

May be out of paper or have a paper

)
© v jam. For help, see the “Quick Fix”
&{; &J topics on page 4.

Power light isOn
Paper Feed light islinking

Has an error. For help, see the “Quick

I
&O e Fix" topics on this page.
s &z’

Power light isblinking
Paper Feed lighilinks twice

Chapter 1
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The Power light is
blinking and the
Paper Feed light
blinks twice

The print cartridge
carrier has stalled or you
have a paper jam. Check
your screen for any error
messages.

If the print cartridge
carrier has stalled:

1 Turn the printer off.

2 After waiting a few
seconds, turn the
printer back on.

If you have a paper jam:
1 Raise the front cover.
2 Remove the paper.

3 Press the Paper Feed
button.

For help, see “Paper
jams” on page 18.

Both lights are on,
but the printer is
not printing

Your paper is loaded, but
your cable connections
may not be secure.

1 Disconnect the power
supply from the
printer.

2 Check all cable
connections.

3 Reconnect the power
supply to the printer.



‘ Glossary
-

Software
application

Any program loaded on
your computer used to
perform a specific task;
for example, a word
processing or
spreadsheet program.

Using the printer
software

Chapter 2

This chapter describes how to use the printer software on an 0OS/2
operating system.
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When you installed the software for your printer, several applications
were installed on your computer. The printer software applications
enable you to perform printing tasks with the best printing results.

For information about using this See page:
application:
Printer Properties 8
Job Properties 10
Print Object 15

Using the printer software 7



Using the Printer Properties

The Printer Properties notebook includes 4 pages: Cartridge, Setup,
Web and About. The Cartridge and Setup pages contain settings
relating to the operation of your printer and its software.

Z5

Lexmark Z
Qalllidge\ Setup - About \

Click the Help push b B Printer driver
button to learn more
about the printer
setting options and

A program that
translates the
language of a
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additional L
troubleshooting software application
solutions to the language of the
' printer so the two can
| Install Left Cartridge... | | i I Communicate data.
Align Cartridges... I
Clean Print Mozzles I
Print Test Page I @ Tl
p
| Save I | LCancel | ‘ Default Job Properties | | Default Al I \
[llowes For the installing and maintaining of print cartridges. TO open the
Printer Driver
] ) ] ) Help, click:
Use the Printer Properties of the printer driver when you want to: e
» Align print cartridges for best print quality 2 Print (or Printer)
. . Setup.
» Install or replace print cartridges
) ] ] ) 3 The Properties,
* Monitor print cartridge ink levels Options, or Setup push
button.

* Print a test page
* Choose between the Automatic and Manual Feeder

4 The Help push button.

» Choose different sizes and types of media

8 Chapter 2
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Icon

A representation or
symbol.

Vi

The print settings in
some software applica-
tions may override the
Printer Properties set-
tings. For example, the
paper size you selected
in your software applica-
tion may override the
paper size you selected
in the Printer Properties.

& Jerrerm

Printer software
settings not in
effect:

If the printer settings you
choose in the printer
software are not in
effect, check the settings
in the software applica-
tion you are using.

Printer settings in your
application may over-
ride settings in the
printer software. Make
all printer setting
changes in your applica-
tion if possible. Use the
printer driver to change a
setting only if your appli-
cation does not have that
setting.

Changing the Z51Printer Properties

Using OS/2 Version 2.1, 2.11, or OS/2 Warp
Version 3.0

1 Right-click thePrinter icon on your desktop.

A sidebar menu appears.
2 If you are using:

e 0OS/2 Warp Version 3.0, clicRettings

* 0OS/2 Version 2.1 or 2.11, clicRpen, then clickSettings
3 Click thePrinter driver tab.

4 In the Default printer driver window, double-click the
Lexmark Z51 Series ColorFine Jetprintericon.

The Printer Properties notebook appears.
5 Change settings as needed.

Using OS/2 Warp Version 4.0

1 Double-click theConnectionsicon on your desktop.

2 Double-clickPrinters from the Connections - Tree View
window.

The Printers - Icon View folder appears.

3 From the Printers - Icon View folder, right-click thexmark
Z51 Series ColorFine Jetprintericon.

A sidebar menu appears.
4 SelectProperties from the sidebar menu.
5 Click thePrinter driver tab.

6 In the Default printer driver window, double-click the
Lexmark Z51 Series ColorFine Jetprintericon.

The Printer Properties notebook appears.

4 Change settings as needed.

Using the printer software
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Using the Job Properties @

The Job Properties notebook includes 7 pages: Paper, Features, Color, )

. Printer software
Cartridge, Fonts, Web and About. The Paper, Features, Color, settings notin
Cartridge, and Fonts pages contain settings relating to the operation effect:

of your printer and its software. . .
If the printer settings you

choose in the printer
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software are not in
effect, check the settings
Click the Help push L B lt?o:]hjosuo:\r/;alr;iﬁg?llca
button to learn more - \P"ntguamN _ o
about the printer i TN [ unso | Printer settings in your
setting options and ( Landscape High 1200 dpi Defauilts application may over-
additional ride settings in the
troubleshooting S e printer software. Make
solutions. [rvtomatic Feeder =] PaGESUMMaRY — all printer setting
Select Form 2-5ided Printing: None Changes in your applica-
[Letier (8.5 17 inches) [=If | Cepest tion if possible. Use the
St Document Color: Natural Color 8 N
= o :amunas At prln_ter drlvel_’ to change.a
tightness: 0 setting only if your appli-
HCte Do) e cation does not have that
Application Mame: Lexmark 5800 Seres ColorFine [FTO1] Setti ng )
Displays help for the setting or push button under the mowse pointer.

Use the Job Properties of the printer driver when you want to:

* Adjust color usage

e Adjust print quality

» Select page orientation

* Reset document defaults

» Select a different size or type of media
* Print on both sides of your paper

Changing the Job Properties

There are three procedures you can use to change Job Properties.

10 Chapter 2



Procedure 1

The most common way to change properties for the current print job
is through the application in which you are working. Although this
procedure may vary between applications, general instructions are as
follows:

1 From your application’s File menu, selétinter Setup.

Note: In some applications this might be calfednt
Destination or Print Setup. Refer to your
application’s user documentation for more specific
information about how to specify or change printer
setup options.

2 Click theJob Propertiespush button. The Job Properties
notebook appears.
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Note: In some applications this might be calfeelttingsor
Options. You should refer to your application’s user
documentation for more specific information about
how to specify or change printer setup options.

3 Change settings as needed.

Procedure 2

You can also set Job Properties to control various system printing

functions, such as print screen, drag and drop printing, and printing
from OS/2 Windows and full screens. Follow the steps as shown to
access Job Properties from the printer icon for this type of printing.

Using OS/2 Version 2.1, 2.11, or OS/2 Warp Version 3.0
1 Right-click thePrinter icon on your desktop.
A sidebar menu appears.
2 If you are using:
e 0S/2 Warp Version 3.0, clicRettings
* 0OS/2 Version 2.1 or 2.11, clicBpen, and clickSettings

3 Click thePrinter driver tab.

Using the printer software 11



4 Click theJob Propertiespush button on th@rinter driver
tab.

The Job Properties notebook appears.

5 Change settings as needed.

Using OS/2 Warp Version 4.0

1 Double-click theConnectionsicon on your desktop.

2 SelectPrinters from the Connections - Tree View window.
The Printers - Icon View folder appears.

3 From the Printers - Icon View folder, right-click thexmark
Z51 Series ColorFine Jetprintericon.

(<))
e
©
£
(@)
0
S
QO
+—
=
b
o
Q
=
+—
(@)}
=
)
)

A sidebar menu appears.
4 SelectProperties from the sidebar menu.
5 Click thePrinter driver tab.

6 Click theJob Propertiespush button on therinter driver
tab.

The Job Properties notebook appears.

/ Change settings as needed.

Procedure 3

You should set Default Job Properties for use in applications that do
not allow Job Properties to be set any other way. Follow the steps as
shown to access Default Job Properties.
Using OS/2 Version 2.1, 2.11, or OS/2 Warp Version 3.0
1 Right-click thePrinter icon on your desktop.
A sidebar menu appears.
2 If you are using:
* 0OS/2 Warp Version 3.0, clicRettings
* 0OS/2 Version 2.1 or 2.11, clickpen, and clickSettings
3 Click thePrinter driver tab.

12 Chapter 2



4 In the Default printer driver window, double-click the
Lexmark Z51 Series ColorFine Jetprintericon.

The Printer Properties notebook appears.
5 Click theDefault Job Propertiespush button.
The Default Job Properties notebook appears.

6 Change settings as needed.

Using OS/2 Warp Version 4.0
1 Double-click theConnectionsicon on your desktop.
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2 Double-clickPrinters from the Connections - Tree View
window.

The Printers - Icon View folder appears.

3 From the Printers - lcon View folder, right-click thexmark
Z51 Series ColorFine Jetprintericon.

A sidebar menu appears.
4 SelectProperties from the sidebar menu.
5 Click thePrinter driver tab.

6 In the Default printer driver window, double-click the
Lexmark Z51 Series ColorFine Jetprintericon.

The Printer Properties notebook appears.
/ Click theDefault Job Propertiespush button.
The Default Job Properties notebook appears.

8 Change settings as needed.

Using the printer software 13
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Using the printer software to order
supplies
If you have Internet access, you can use your printer software to

contact Lexmark and order supplies. For help opening Job
Properties, see “Using the Job Properties” on page 10.

Printer Properties: Lexm: larFine [ FTE1] - Driw
Cartridge \ Setup _ About \
= X
Click the Web tab.——
On The Web [ |

&
Supplies HomePage
Click the Supplies push

button. — |

The Lexmark Worldwide
supplies page appears.
This page has alink to the
region where you want to
order supplies. [ save | | conesl | | DetaudobPioperies | | Defauran

(Ao wou to download drivers, order supplies, and gt technical support aver the intemet.

If you do not have Internet access, check your printer registration
card.

Chapter 2



Using the print object

The print object shows a list of jobs printing or waiting to print. The
print object includes menus that control print queues and print jobs.
You can stop individual print jobs from printing, place a job on hold,
delete a job, or requeue a job for later printing. You can also enable
remote network printing from the print object.

% Lexmark 751 Series ColorFine (PTD1) RSN

Status: 5 Job(s)

e
&
AUTOEHEC.BAT
Ch Ch
& &
Freelance Graphics - METAT.PRS AUTOEHEC.BAT
Ch
B
OHE. BP

Use the print object when you want to:

e Pause or cancel print jobs
* Reprint a document
* View the print jobs waiting to be printed

Opening the print object using OS/2
Version 2.1, 2.11, or OS/2 Warp Version
3.0

Double-click thePrinter icon on your desktop.

The print object window appears.

Using the printer software
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Opening the print object using OS/2
Warp Version 4.0
1 Double-click theConnectionsicon on your desktop.

2 Double-clickPrinters from the Connections - Tree View
window.

The Printers - Icon View folder appears.

3 From the Printers - Icon View folder, double-click the
Lexmark Z51 Series ColorFine Jetprintericon.

The print object window appears.
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Paper feeds
multiple sheets at
one time

« Make sure the paper is
aligned against the
right side of the
automatic feeder.

Make sure the media
guide is against the
edge of the paper.

Make sure the top of
the paper aligns with
the appropriate mark at
the top of the paper
support.

Try printing on the
other side of the paper.

Paper fails to feed

1 Align the paper against
the right side of the
sheet feeder.

2 Make sure no more
than 100 sheets are
loaded.

3 Slide the media guide
against the edge of the
paper.

4 Raise the front cover.

5 Remove any
obstructions inside the
printer.

6 Close the front cover.

7 Press the Paper Feed
button.

Printing on plain
paper

Chapter 3

Loading paper
You can load up to 100 sheets of paper, depending on thickness, into
the printer. To load the paper:

1 Place the paper against the right side of the automatic feeder,
with the print side facing you.

Printing on plain paper
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2 Squeeze the release tab and the media guide together and slide

the media guide to the edge of the paper. l é I
Media guide

Release tab Paper jams

1 Press the Power button
to turn the printer off.

2 Pull firmly on the
paper to remove it. If
you cannot reach the
paper because it is too
far into the printer,
raise the front cover
and pull the paper out
from the front of the
printer.
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3 Close the front cover.

4 Press the Power button
to turn your printer on.

5 Resend your
document.

Ti
@)

* When you change the

Checking printer settings pinter stings o

your application, the
settings apply only to

If you are using plain, letter-sized paper, a_nd you want normal print that document. To
quality and speed, all you need to do is print the document. make your changes
) ) ) ) ) apply to all
To check your printer settings before sending a job to print: documents, see
. ) . “Using the Printer
1 From your application’s File menu, sel&sinter Setup. Properties” on page &

« Select Quick Print

Note: In some applications this might be calfednt 600 o print

Dest.inaﬁon or Print Setup. Refer to your 3 quickly or High
application’s user documentation for more specific 1200dpi for the best
information about how to specify or change printer P LS,

setup options.

2 Click theJob Propertiespush button. The Job Properties
notebook appears.

18 Chapter 3



Note: In some applications this might be calfeelttingsor o
Options. Refer to your application’s user _5"
documentation for more specific information about g
how to specify or change printer setup options. «Q
3 Check the settings you want on each tab. g
j=a
Q
. . . S
Special printer settings g
©
ﬁm Your Lexmark printer allows you to print on both sides of a sheet of W
_ _ paper and format the binding edge for your print job.
Orientation
Portrait and landscape When you print on both sides of the paper, you can choose how to
orientations define the bind your documents and whether to print instructions. To help you
way an image is printed better understand your options, read the following descriptions:
on paper. For most
paper types, portrait is Short Edge

tall:
Short edge binding lets you attach all your pages along the short edge

of the page (the top edge of a portrait-printed page and the left edge of
ﬁ a landscape-printed page). For example, the pages irGgattiing

Portrait

Startedbooklet are landscape-printed using the short edge binding.

o The following illustration shows a short-edge binding:
and landscape is wide:

Landscape Portrait

A

Portrait orientation is
generally used for
correspondence and
reports. Landscape

orientation is often used #{5 Back of sheet
for spreadsheets and
transparencies.

Back of sheet
Landscape

Front of next sheet]

2 9 ¢ ¢ @
L S S S |

Front of
next sheet

Printing on plain paper 19
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Long Edge

Long edge binding lets you attach all your pages along the long edge
of the page (the left edge of a portrait-printed page and the top-edge
of a landscape-printed page). For example, the pages ldgbis
Guideare portrait-printed using long edge binding.

The following illustration shows a long edge binding:

Landscape
Portrait
1 Back of sheet
Back of i Front of
sheet next sheet

Ompr®
Omp®
O=t=t0
Omp®
O=t=t0
Omp®
O==t0

£ 9 ¢ ¢ ¢ 9 ¢
666;666

Front of next sheet

Printed Instructions

Checking this box prints a separator page after the last odd-numbered
page prints on the front side. This separator page contains instructions
on how to position the paper to print the even-numbered pages on the
back side. The instructions are based on the selection, short edge or
long edge, you made for two-sided printing.

To print on both sides of a single sheet of paper, follow the
instructions as shown:

Chapter 3



1 Load up to 100 sheets of paper against the right side of the
automatic feeder.
Insert paper with the print Squeeze the release tab and the
side facing you. media guide together, and slide the
media guide to the edge of the
paper.
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2 Customize the printer settings for your two-sided print job.
For help opening the Job Properties, see “Using the Job
Properties” on page 10.

s ColorFine - Driv

angatumx

Click the Cattiidge Y, Forts
Features tab. =7 e B
Select the G
. - nado
binding edge
for your print 2Sided Printing Copi Defaults
jOb I Nane Mumber of Copies, 1 Zi Help
: N i, ¥ Callate:

. ™®/Short Edge . Guids
Check Printed '\ oo E |1 Reverse Order Printing
Instructions =

fOI' help Erinted Instuctions
reloading thé 1 |
paper to print
on the other
side.

Cancsl Defaul Al

lS/’ec\ly job characteristics such as duplex and copies.

Click Save. .~

3 Send your two-sided document to print.

Printing on plain paper 21



4 After the first side of each page prints, a pop-up window

appears. Reload your paper, according to the printed
instructions, against the right side of the automatic feeder.
Insert paper with the printed Squeeze the release tab and the
side facing away from you. media guide together, and slide the

media guide to the edge of the

paper.
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5 Click OK on the pop-up window to print the remainder of
your two-sided document.

Returning to single-sided printing

To return to single-sided printing:

Click the Paper ') Features ' Calar §, Cartridge ', Forts
Features tab: t
Features
Undo
B e B [ Defas |
@’Nonef Number of Copies: 1[4 Help
Hong Eilse
Sel N _——" || U Short Edge Guide
elect None. 7 Lang Edge |1 Beverse Order Frinting
i it
Cancel Default Al
_/’ISpamly job characteristics such as duplex and copies
Click Save.
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(w==m  Printing on
e SPECIAItYY media

cards, iron-on transfers,
photo paper, coated
paper, glossy film,
transparencies, and

Chapter 4

w Follow the steps in this chapter to print everything from

Some software applica: transparencies to photos.

tions may override the
Paper Source, Paper

-
=
>
=&
>

Q
o
>
%

S
®
0,
L
—t

<
=
®
o
S

Size, and Orientation set- A

tings in your printer soft- o7 o7 M

ware. A |||
90 =]

‘é’ IHO

Printer is plugged The following table lists the typical printing needs described in this
in but nothing chapter:

prints For information about: See page:

Make sure the Power
light is on. Transparencies 24

Make sure the printer
has paper.

Make sure the printer Customized paper sizes 26
parallel cable is
completely plugged Printing greeting cards 29
into the printer.

Envelopes, index cards, or postcards 25

Iron-on transfers 30

Print a test page. If the
test page prints, the
printer is functioning
properly. Check your
application.

Photos 31

Make sure the printer
is not being held or
paused. To check the
printer status, open
the print object and
make sure the words
processing helddo
not appear on the
status line. For help
opening the print
object, see “Using the
print object” on page
15.
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Printing transparencies

1 Load up to 10 transparencies against the right side of the N
automatic feeder. _
Insert transparencies with Squeeze the release tab and the Tsrgnspall(renCIes
the print side facing up media guide together, and slide the (50 pack)
(removable stripe away media guide to the edge of the . Ad-
from you and pointing transparencies. P/N 12A0808
down).

* Letter-
P/N 12A0807

See page 14 for
information on ordering
supplies.
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2 Customize the printer settings for printing transparencies. For  Transparencies
help opening the Job Properties, see “Using the Job stick together
Properties” on page 10. - Make sure the print

8 JooF Fine -D 505 side is facing up.

506
bout \

Baper \ Features _ Lartridge \ ons _
- » Use a transparency
Click the w X designed for an inkjet
Color —— printer.
tab, [ | o )
Document Calar Halftanes ,@ tr::;c;)\;?e?’la(':il as |t eXitS
'\}Ivld Color ‘j lAulomallc ‘ﬂ .
s from the printer.
Select Vivid [ Guide_|
Color. Contra
{ “og =0 - g oV Solid black areas
on transparencies
contain white
streaks
* Try using a different
=] B fill pattern in your

CIle Save__/TSpec\ly color settings which effect your print jobs, application SOﬂWare.

 Select High 1200dpi
from the Paper tab of
Job Properties.
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Glossary
e

dpi

Dots-per-inch

Remove each
transparency as it
exits the printer and
let it dry before
stacking.

For best print quality
near envelope edges, use
these minimum clip

limits in your

application:

Left and right clip
limits must be at least
3.17 mm (0.125in.)
each for all envelope
sizes.

Thetop clip limit must
be set to at least 19.05
mm (0.75 in.).

Thebottom clip limit

for all envelope sizes
must be 3.17 mm (0.125
in.).

L]

Click the Paper—-<|

Cartridge

15

ut

tab. A olor

Select st ]5

Normal Orientation Frint Quality

oo Rl oma Ty | ] 2
() Landscape . High 1200 dpi i

Help
Select Select Form Source ’E
Transparency [eutomatic Feeder e I S

Select Form

Z-Sided Printing: Mone

[Letter (8.5 5 11 inches)
Select Paper Tupe

‘;l Copies: 1
Document Color: Natural Calor
Halftones: Automatic

=l Erightress: 0

21 Dy Time Delay (Ceptiest U
Application Name: Lexmark 251 Series ColorFine [FTOT]
Cancel Dretault All I

Click Save _/'Fpamry ob characteristics such as orientation and print quality

3 Print the transparencies.

Printing envelopes, index
cards, or postcards

1 Load up to 10 envelopes, index cards, or postcards vertically
against the right side of the automatic feeder.

Insert up to 10 envelopes,
index cards, or postcards
with print side facing you

and stamp location in the
lower right corner:

Squeeze the release tab
and the media guide
together and slide the
media guide to the edge
of the media.

If you are printing envelopes from a DOS prompt, see “Printing

envelopes” on page 52.

Printing on specialty media
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2 Customize the printer settings for printing envelopes, index
cards, or postcards. For help opening the Job Properties, see
“Using the Job Properties” on page 10.

Fine -0
LCartridge \ Fonts

Eapel,\ Features

©
(]
=
e R N
O
(D] .
.~ rOrientaton——M Print Quality
o Click the — o TQuick Print 600 dpi 5 Undo
) Paper tab. @ Fotrat
c () Landscape High 1200 di .
Help
o [_top |
o Select Form Source Guide
c [eutomatic Feeder [=1 PAGE SUMMARY ———————————|
-; Select Foim 2Sided Printing: Mone
f 02 = Copies: 1
(e Select either e =t et
- — Select Pa / Document Color: Matural Color
E an envelope P [ | etonss:Auematc
ain | &
form, index Brightness: 0
Card or [_1 Dy Time Dela Contrast: 0
pOSt;:ard Size. Application Mame: Lexmark 251 Series ColarFine [PTO1)
Cancel Default Al

fhows the fine dat pattern. which vou can select on the Color page.

Click Save. .—

3 Print the envelopes, index cards, or postcards.

Printing on customized
paper sizes

1 Load the media against the right side of the automatic feeder.

Load up to 25 sheets of Squeeze the release tab and
specialty media, or up to the media guide together and
100 sheets of plain paper. slide the media guide to the

edge of the media.
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2 Customize the printer settings for printing special paper sizes.
For help opening the Printer Properties, see “Using the Printer
Properties” on page 8.

Click the Setup

tab, ————

o
[¥i Connect £ 4l Forms Undo.
Erspr fanenn S o [odads |
Help
Gide

Default Spool File Type
Click the Create R —
Forms push
-

button. Cancel | Defaudob Properties | | Daraubal

[Specily the form in your printer and creats or edit a form.
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Create User-Defined Forms

Defined Forms

BR (182 » 257 mm]

A4 (210 % 2597 mm)

Exec [7.25 x 105 inches)

AS[148 % 210 mm)

AE (105 % 148 mm)

Postcard [4 # B inches)

Index Card [3 % 5 inches]

Hagaki [100 = 148 rmm)

Cusztom Paper [5.5%17.0 inches]

G314 [363 % 6.75 inches] j

Click the Add
push button.
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BN Add Form

Enter a Select a template to set the paper width, height and paperlenvelope type.

name for ——
the new \

Al

S
©
(]
E form you Form Mame I You can use any

are . 4
b H Paper Wwidth 50 paper slaz el
T creating. within these
6 Enter the Paper Height |1?.UD I::'ormt Te;n;:iate; - dimensions:

. . oztcan ® b nches, .

8 dimensions Left Clio Limit Index Card (3 & 5 inches]  Width:

for the i 0.25 Hagaki (100
wn i ustom Papel 7.0 inches 3.0"-8.5"

paper size Right Clip Limit 6 34 [3.63 x 6.75 inches)
= ou are e S 825 9[3.675 » 8,875 inches) 76.2 - 215.9 mm
o Y 104125 x 95 inches]
[@)) using. Bottam Clip Lirnit 050 g|5_ [[11‘133 M ggg mm]] - Height:

b .
[ CE[114 162 " "
= Tap Clip Limit E.87 ;l[ AP 5.0"-17.0
(e ; 127.0 - 431.8 mm
= Llnit rTupe
o @ Inches e For best print quality
(O Millmeters near edges of the page
use these minimum
[ ok | |_Cancel | |_Heb clip limits:

Click OK. | _*

Set thdeft and right
clip limits to at least
6.35 mm (0.25in.)
. . . each for all paper
3 Open the Job Propert'les. to complete the cgstomlzatlon of the s mEEE AL
printer software for printing special paper sizes. For help ,
. . o . For A4 paper sizes,
opening the Job Properties, see “Using the Job Properties” on  qieft and right clip

page 10. limits to at least 3.37
mm (0.133 in.) each.

Set thetop clip limit
to at least 1.7 mm

8 ot Properies s ColorFine. - Driver ' 506
Click the Paper V; Paper |, Feature wtridge Y, Fonts \JMEENY About (0.067 in.).
_/ Paper ¢ .
ab. N Set thebottom clip
0 . Piint Dualt o
Select the (;;::l:: N Duick T [Cunee | |||:Tl|t for all paper
paper type that O Landscaps Hich 1200 dpi a sizes to 12.7 mm (0.5
best CEen | in.) for black printing
describes et Fam Souree Buce and 19.05 mm (0.75
i T =T prane suksy————————— in.) for color printin
your print St 2:Gided Printing: None ) p g.
media. [Letter 185511 inch = Capies: 1
T \ Eu‘r;‘ument Eu:m Ntatural Color
[P ! [EE
[Z1 Dry Time Delay Contrast: 0
Application Mame: Lenmark 5800 Series ColorFine (PTQ1)
Click Save. ———T]pisslays help for the setiing or push buttan undet the movse peinter

4 Print the document.
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Printing greeting cards

1 Load up to 10 greeting cards against the right side of the
automatic feeder.

Insert greeting card(s) with Squeeze the release tab and

the print side facing you. the media guide together and
slide the media guide to the
edge of the greeting card(s).
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\J 2 Customize the printer software to print greeting cards. For
help opening the Job Properties, see “Using the Job
Properties” on page 10.

Greeting Cards with

Enve|0 es J =xmark 25 ColorFine - Driv
p f'aper '\ Featues Y Coler ), Cartridge Y, Fonts
See page 14 for information Click the | feaper B
on ordering supplies. Paper tab. —
N | Prirt Quality
(® Portrait b Quick Print GO0 di\ o Unda
e High 1200 dpi ]
Select [ieo |
G reeting Select Form Source Guide
Card Jutomatic Fesder =l PAGE SUMMARY ——————————————
"‘Wm 2-Sided Printing: None
Stock
OCK . |Letter [8.5 » ThNgoches] |;| Copies: 1
. . Document Calor: Matural Color
The settings in your Sl ”"e S ones e
. . - Greet Card Stock] = .
greeting card application : : Brighiness: 0
may override the printer 1 D Tine Dislay Centrast: 0
SOﬂWare Settings. Check the Application Mame: Lexmark 251 Sefies CalarFine [PTE1]
documentation that came .
. L Click Save. =™} save | [ concel Default Al
with your application for pEE | =
more information S pecily job characteristics such as onentation and print quality.

3 Print the greeting card(s).
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Printing iron-on transfers )

1 Load up to 25 iron-on transfers against the right side of the
automatic feeder.

Iron-on transfers

Insert iron-on transfers with Squeeze the release tab and (10 pack)
the print side (blank side of the media guide together and See page 14 for
transfers) facing you. slide the media guide to the information on ordering

edge of the iron-on transfers. supplies.
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. i o With each new application,
2 Customize the printer software to print iron-on transfers. For practice printing your transfer
help opening Job Properties, see “Using the Job Properties” on  on plain paper before actually
page 10 loading the iron-on transfer
’ into the automatic feeder.

ol Lexmark 2! Ci ine - D 2 506
Click the Paper / Paper \ Features - LCartridge \ Eonts - About \
tab. — Paper B
Orientation———————————————— Prirt Guality
(&) Portrait Iy Quick Print E00 dil | Undo
O Landscape High 1200 dei
Help
Select Form Source 'E
Jeutomatic Feeder [El PAGE SUMMARY————————|
Select Form 2-Sided Printing: Mone
[Letter (8.5 17 inches) [=] Copies: 1
Select Paper Type Document Color: Matural Color
Wr Halftones: Automatic
=l Brightness: 0
[_1 D Time Dielay Contrast: 0
SeIeCt |r0n' on Name: Lexmark 251 Series ColorFine (PTE1)
On Transfer .

Cancel | Defaul 4l

Click Save ‘fpeclw job characteristics such as orientation and print quality.

3 Print the iron-on transfers.
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) Printing photos Y
S

9]0, —+

1 Youcan print high quality photos with the cartridges that g

S e came with your prlnter. To use these cartridges, skip to stgp 4, =
For the best possible photo quality, replace the black cartridge [

PIN 121990 with a photo cartridge: %
Photo paper _8
(20 pack) a Open the front b Snap the black C Remove the black o
cover. cartridge out of cartridge from the Q'

o Ad- place. cartridge carrier. =3
P/N 1372208 <

* Letter- 3
PIN 1372481 8

* 4X6- 5

P/N 12A0099

See page 14 for
information on ordering

supplies.

d Store the black € Remove the f Insert the photo
cartridge into tape covering cartridge.
the print the gold

Do not touch the gold cartridge contact areg of
contact area! storage unit. the photo print
cartridge.
@hm
Glossy/photo
papers stick
together

» Use glossy/photo paper
designed for an inkjet
printer.

g Snap the photo

cartridge into
place

* Remove each sheet of
glossy/photo paper as it
exits from the printer.

White streaks appear
in photos

Clean the print cartridge
nozzles. For help, see
“Cleaning print nozzles”
on page 45.

Printer is printing
but no photo
appears

Remove sticker and tape

from the gold contact area Printing on specialty media
of the cartridge. g p y 31



2 Complete the cartridge installation by updating the printer
software. For help opening the Printer Properties, see “Using @ Tip
the Printer Properties” on page 8. N

Printer Properties: Lesmark 251 Series ColarFing [ LexmarkZ | - Driver Version: 2.508

}Qaltlidge\ Setup - About \

For the best photo quality,

Click the we recommend using
. i < hoto paper, but you can
Cartrlijy £ b4 photo paper, buty!
tab. also use plain or coated
ik Lol [ Hew | paper to print photos. Be
Full e sure to select the correct
paper type from thPaper
ﬁ E tab in the Job Properties.
Click the
IRn|sgt|f?t" | Install Left Cartridge... | J/ Ingtall Right Cartridge. . !

Cartridge | Align Cartridges. | )0
push button. Clean Print Nozles I

P e | Coated paper

(100 pack)

o Ad-
P/N 1402781

o
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| Save I ‘Qance\l | Default Job Properties | | Default Al I

(Allaws for the installing and maintaining of print cartridges.

* Letter-
P/N 1402780

Install Right Cartridge:

See page 14 for
ClICk the PhOtO Choose which cartridge to instalk information on Ordering

push button to let High Yield Black. [PIN 1241975) supplies.

the printer

software know Standard Black (PIN 1241370)

you installed a

. Phi PiM 1247930]
Photo cartridge- — 2 ! :
Remove Cartridge
_tep_|
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£ Jerere

1 1 To Remove Old Cartridge: Pull top of cartridge forward until it snaps out of carrer. Lift up to
Printer prints very e ST
slowly

Install Cartridge

Click the New
» Decrease the print push button if you

quality. installed a new @i’; @’l’
photo cartridge.
)

« If you are printing a

T Trrat @ Bemove tape from cartridge [do not touch copper areal]. Insert
teXt document, make cartridge into appropriate carmer. f cartridge until it snaps inta place.
sure you are using a
black print Cartridge CIICk the Press the New button if 5 new cartridge has been installed New
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and nOt & phOtO ReinSta” pUSh Press the Reinstall button if the old cartridge was put back in. .
cartridge. button if you Fle]
. . installed a used
- Consider purchasing Ins . T [ Hew |
more memory for photo cartridge. (==
your personal
computer.
» Check the document 3 . . .
you are printing. If you If your prlnt_er software prompts_ you to a_llgn the print _
are using several cartridges, insert a sheet of plain paper into the automatic
ERES, BEy Ee feeder and follow the instructions on your screen.
longer to print than
regular text. 4 Place up to 25 sheets of photo paper against the right side of
the automatic feeder.
Insert the photo paper with Squeeze the release tab and
the print side facing you. the media guide together and

slide the media guide to the
edge of the photo paper.

i

S
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5 customize the printer software for printing photos. For help

© opening the Job Properties, see “Using the Job Properties” on
o page 10.

Q

b Frap Fine - D

E Paper \ Features _ Carlridge \ Fonts + Check to n:]ake sure
B\ Click the Color - you are using the
I tah e X correct print quality
r— and speed for the type

8 _Unde| of job you are printing

o Dosument Color Halftones

(7)) [Matural Color [zl Jeutomatic = e | * Remove each sheet as

e it exits the printer and

c Select Natural [ Limit colors to 256, o] >

o Color b allow it to dry before

o Brighin, Contra stacking.

c 50 i 50 0 50 0 s 0
= = J—— T = J——" = For best results,

c remember to replace
= the photo cartridge
o with a black cartridge

before you print text
L= [_owaa | files. For help, see
S pecify colar settings which effect pour print jobs. Ins'_:alllng OI_‘ Changlng
a print cartridge” on
page 39.
Click the
Pa er R i ) [ 06
tabp ™ Eapel\ Features - Lartridge \ Eonts - dbout \
Paper u
Select the Oierteen.. . B0l
highest © o Tk P €00 35 g O
print O Landscape FAEE — [ Do
quality. [_teb|
Select Form Source Guide
Jeutomatic Feeder [=l PAGE SUMMARY —————————
Select Form 2-5ided Frinting: Mone
ILetter [8.5 » 11 inches| |j Copies: 1
et Fsren T Document Color: Matural Calor
Halftones: Automatic
SeIeCt =1 Brightness: 0
Glossy/ [ Dy Tirme Dielay Gt 1
Photo . Appiication Name Lseett 257) S o Bl (EEF )
LCancel I Default All

Specify jgb characteristics such as orientation and print quality.
Click Save.

6 Print the photo.

34 Chapter 4



Printing specialty media
from the manual feeder

We recommend using the automatic feeder for most types of specialty
media. However, if your specialty media does not feed correctly from
the automatic feeder, use the manual feeder. You can loadrmoly
sheet of specialty media into the manual feeder. To load specialty
media:

1 Place the specialty media against the right side of the manual
feeder, with the print side facing you.

o
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Q
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2 Push the specialty media down until the printer automatically
loads it.
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Caring for your
printer

Chapter 5

This chapter describes how to care for your printer and install,

&m replace, and care for your print cartridges.
See page:

Print cartridge

For information about:

;:st:]”eka;eiiirzo" 2 Installing or replacing print cartridges 38
Removing a print cartridge from the printer 38
Installing or changing a print cartridge 39
Completing the cartridge installation 40

Improving print quality 41

Aligning print cartridges 42
Cleaning print nozzles 45
Wiping print nozzles and contacts 47
Cleaning print cartridge carrier contacts 49
Preserving print cartridges 50

Caring for your printer 37



Installing or replacing print )

|-
) .
] 9]0
E cartridges
S
= « If you are replacing a print cartridge, begin with “Removing a  Black cartridge
o print cartridge from the printer.” - Standard Yield
> ) ) ) ] o P/N 12A1970
5 * If you are installing a print cartridge for the first time, see Hiah Yield
“ . . . . ” . e
= Installing or changing a print cartridge” on page 39. DINI2AL075
E Color cartridge
S Removing a print cartridge from the - Standard Yield
. P/N 15M0120
printer
< HighYield
1 Make sure the Power light is on. P/N 15M0125
2 If you need to remove a print cartridge before you install a Photo cartridge
different one, follow these steps: PN 12A1990
) See page 14 for
Raise t.he fronF cover. pull the handle of Remove the print information on ordering
The print cartridge the print cartridge by supplies.
carrier moves to the cartridge you are lifting it up and

loading position unless

; . replacing toward out of the printer.
the printer is busy. you until you hear
a snap.

If the printer is not busy,
the print cartridge
carrier automatically
moves to the loading
position when you raise
the cover.

Vi

Storing an extra
print cartridge

3 Store or dispose of the cartridge you remove. Use the print cartridge
storage unit that
4 Continue with “Installing or changing a print cartridge.” comes with a photo

print cartridge to
keep your extra print
cartridge fresh when
you are not using it.

Disposing of a
used print
cartridge

Do not shake a used
print cartridge. The
remaining ink can
38 Chapter 5 leak. Before
discarding the used
print cartridge, put it
in a leak-proof bag.



Installing or changing a print cartridge o
=
For the best print quality, you must install the print cartridge in the S
printerand update the printer software to reflect the changes you E
Make sure the print made. 9-:
cartridges are installed in « . . . <
the ap?,mpriate print If necessary, follow the steps for “Removing a print cartridge from o
cartridge carrier. The the printer” on page 38 before proceeding. =
color print cartridge . . . . o
should be inserted into 1 To install the cartridge in the printer: =.
the carrier on the left and 2
the black or photo D
ctrdes el If you are Insertthe Push back firmly on =
inserted into the carrier |n§talllng anew replapemt_ant print the cartridge until it
on the right print cartridge, cartridge into the snaps securely into
gnt. remove the print cartridge place.
tape covering carrier.

the gold contact

area on the
print cartridge.

Do not touch the gold
contact area on the print
cartridge!

2 Close the front cover.

f the pri i . , , .
:ogseefy“;?t‘;ﬂ;‘iﬁ;?}? ?’Ses 3 !MPOR'_I’ANT: Continue with “Completing the cartridge
not locked into place. installation” on page 40.

Make sure the cartridge
shaps into place.
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Completing the cartridge installation

To complete your cartridge installation, you must update your printer
software by indicating the cartridge change you made in the printer.
Updating the printer software ensures the best print quality and an
updated ink level image in the Printer Properties notebook.

To complete the cartridge installation:

1 use Printer Properties to update the printer software. For help
opening the Printer Properties, see “Using the Printer
Properties” on page 8.

Fine [ LesmarkZ ] - Driv
Qalllidge\ Selup About \
Click the /Eamidge B
Cartridge
tab. Ink Level A
ff Full : Guide
Low
Click the .|
appropriate
push button —— Fconges. |
for the Clean Print Mozles
cartridge
Print Test Page
you | Fitosrms |
installed.
I Save I |§am:el| | Default Job Properties | | Default &l
[ Alloves for the installing and maintaining of prin cartidges.

Choase which cartridge to instalt

Choose which cartridge to install

Click the

. High Yield Colar PN 15M0125)
appropriate / T oo |
pUSh bUtton /| Standard Color (PN 15M0120)

[PIN 1241576]

High Yield Black.

Standard Black [P 1241970)

1
for the 1 Photo (PN 1241330)
cartndge you Remova Cartidge
installed. Remova Cartidge

Chapter 5

 For normal text
printing, make sure
you have a black print
cartridge installed
instead of a photo print
cartridge.

To view the ink level,
check the ink level
image on the Cartridge
tab of Printer
Properties. The ink
level image shows
you how much ink is
in your cartridge.



Make sure tte piint
cartridges are installed
correctly. For help, see
“Installing or replacing
print cartridges” on page
38.

e

Print is too dark
or smudged

* Increase the
Brightness setting on
theColor tab in the
Job Properties.

« Make sure the Paper
Type setting in the

Depending on the
cartridge you

installed, one of the
two screens to the
right appears. Click the

New push button if you—

installed a brand new
cartridge.

Click the Reinstall ———_

push button if you
installed a used
cartridge.

idge: Pulltop of
e

§ §
& R

To Install New Cartidge: Remove spe ffom cartidge (do ot ouch copper ae:

carier. Litupto

5. Insert

8
!

s

ToInstall New Cartidge: Remove tape fior
i Push back top o

M Emicge (do ot touch copper aeal). Insert

Press the New bulton f a new catidge has been instalid.

Press the Reinstal buttan  the old catidge was put back in

New

Reinstal

')
jab)
=k
>
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—
o
=

<
o
=
=

o
=k
>
—
D
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printer software
matches the paper type
loaded in the printer.

He

Make sure the paper is

straight and

U TLAEE 2 If you installed a new print cartridge, align the print cartridges
for the best print quality. For help, see “Aligning print

cartridges” on page 42.

Let the ink dry before
handling the paper.

Clean the print
cartridge nozzles. For
help, see “Cleaning
print nozzles” on page
45.

3 you installed two print cartridges, repeat steps 1 and 2 for
the other print cartridge.

Improving print quality

If your print quality is not what you expected, you may need to align
your print cartridges or clean your print nozzles. After printing many
documents, your print cartridges may need to be refreshed. A simple
cartridge alignment may improve your print quality.

Caring for your printer 41



Aligning print cartridges

Normally, you only align the print cartridges after you have installed
a new print cartridge. However, if the black portions of a graphic or

. . h . Align the print
text do not align properly with the color portions, you need to realign Ca?tridgespwhen:

the print cartridges.

Characters are not
The following illustration shows sample results of aligned and fl;?nﬁd I‘?°f{e°“y s
misaligned print cartridges: et clp Amit

The black portions of a
graphic or text do not
align properly with

the color portions.

90% 90%
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Printer prints
improperly formed or
misaligned characters.

50%

A yellow halo appears
around black text or
graphics.

Aligned Misaligned Print quality
suggestions:

1 uUse the Printer Properties to begin alignment. For help - Make sure you are
opening Printer Properties, see “Using the Printer Properties” using a paper

on page 8. designed for inkjet
printing.

) e e FEE & « If you are using

Click the Garidge \ 3ot NEHRHI o \ specialty media, make
Cartridge _A¢,igge N sure the print side is
tab. facing you.

Click the | Install Left Cartridge. | |

Align =
Cartridges o |
push buttor— _ Cemrinitezks |

| Save I ‘ Qancell ‘ Default Job Properties | | Default All

[allows for the installing and maintaining of print cartidges
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The Align Cartridge dialog box appears on your screen. @)
Depending on the cartridge combination you have installed in Q
your printer, a test page with one or more alignment patterns is 8
Your ali printed. Each pattern has a number under it. —
our alignment page may ) ) ] o o
look different from the one Your printer prints an alignment sheet similar to the one =
S shown: E
c
-
o
=.
Sample A )
group A, | \‘ | o
pattern 4. “ ‘ J[——P ‘ “ =
0 1 2 3 4 5 6
B
— —
2 3

044
a
N
@
IS
[9)]
(o))

[
N ———

2 From each alignment group on the test page, locate the
number under the alignment pattern that comes closest to
forming a perfectly straight line.

For example, in sample grodp patterrd comes closest to
forming a straight line.
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3 Inthe Align Cartridges dialog box, enter the numbers from the
printed test page as the appropriate alignment settings.

1
Q
+J
c
=
o
- For each alignment categary below, locate the corresponding alignment page section and enter the number of the
3 pattern that comes clovest to forming a straight line.
o
>
5 For example, 8 "
Y select 4 from example: example: example:
(@) A Horizontal. |: :I ——— —— |: :I
= ” ”
S
@© 7 EF| e
O
D E
example: example: example:
| | | | | |
|I I| |I I| |I I|
A A
[EF [EF 157
Cancel Help
4 After you have entered a number for all of the patterns, click

OK.
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@ Cleaning print nozzles
o,
The print cartridge nozzle test helps you pinpoint any clogged

o
Q
=.
S

mz;he Hozzleiest nozzles. The nozzle test also cleans the print cartridge by cleaning the E

' nozzles. A test line prints so you can see if the cleaning process was =

. Cha(acters are not successful. <

printing completely. o

. fvﬂf’t‘gal‘l’:zr: sl Use the nozzle test when you suspect the nozzles are clogged or when =

 White dashes appear in characters are not printing completely. g

graphics. . . . . =

S s e G 1 Make sure plain paper is loaded in the printer. =

. . -
sl 2 Use the Printer Properties to run the nozzle test. For help
opening Printer Properties, see “Using the Printer Properties”
on page 8.
/Qallridge\ Seup (Wb ) About =
Click the Cartridge Cantidgo ™~
tab. = —

| Install Left Cartridge Install Right Cattidae. I
Align Cartidges.
Click the Clean Print [ cenpmeees |

Nozzles push button. [ omrersse |
Save | | Cancsl | | DefaukJobPioperies | | _Dstauial |

WAlloves for the instaling and maintaining of print cartidges.
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The printer feeds a sheet of paper and prints a nozzle test
pattern, similar to the one shown:

Broken T TTPHFFHTPEHEE L L
Broken T N 11011
e TTITICHRRHILLL

clogged
nozzles.

-
Q
+—
=
=
o
S
>
(@)
>
| —
(@)
Y—
(@)}
=
=
@©
@)

I

Unbroken

lines
indicate the
nozzles
were
cleaned. \

LI e o e T I A I O O O O B O O O
L T Y s s o e s Y O O A O R O O

|

Examine the test pattern.

W

Compare the diagonal line above the printed bars to the
diagonal line below the printed bars.

Look for a break in the diagonal lines. A broken line indicates
clogged nozzles.

If the bottom line still has breaks, run the test two more times.
If the print quality is satisfactory after running the test three
times, the print nozzles are clean. You do not need to complete
the remaining steps.

If the print quality of both lines is not satisfactory after
running the test three times, go to step 5.

ol

Remove and reinstall the print cartridge.

(@)

Repeat the nozzle test.

\l

If the lines are still broken, wipe the print cartridge nozzles.
For help, see “Wiping print nozzles and contacts” on page 47.
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@ Wiping print nozzles and contacts o
Q -
If print quality does not improve after cleaning the print nozzles (see =
Printer prints “Cleaning print nozzles” on page 45), the problem may be caused by E
Umr;:;ﬁzcted or dried ink on the print cartridge nozzles. &)
characters 1 Wipe the print cartridge nozzles: E
c
* Make sure you have d Remove the print cartridge from the printer. For help, =
your Lexmark Color “ . . . . " i)
Jetprinter's printer see “Removing a print cartridge from the printer” on =.
driver selected as the page 38. =1
default printer. _ _ ('_I_D‘
b Dampen a clean cloth with water and gently wipe the

Your printer may have
bidirectional

communications . . . .
problams. For help When cleaning the color print cartridge, wipe the

see “Bidirectional nozzles in one direction so the colors do not mix.
communications
problems” in the
Printer Properties
Help. To open Help,
click:

1 File.

2 Print (or Printer)
Setup.

entire gold-colored area, including the nozzles.

Nozzles

3 Properties, Options, or
Setup push button.

4 Help push button.

C To dissolve dried ink, hold the damp cloth against the
nozzles for about three seconds. Gently blot and wipe

If the printer is not busy, drY-

when you raise the front

el it sl 2 Allow the gold-colored area to dry.
carrier automatically

moves to the loading

position.

Unplugging the power cord
forces the cartridge carrier
to remain in the loading
position.
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3 Wipe the print cartridge contacts:

c Dampen another section of clean cloth with water and
gently wipe the entire gold-colored area, including the
contacts.

When cleaning the color print cartridge, wipe the
contacts in one direction.

Contacts

D To dissolve dried ink, hold the damp cloth against the
contacts for about three seconds. Gently blot and wipe
dry.

4 Allow the gold-colored area to dry.

5 Reinstall the print cartridge and repeat the nozzle test. For
help, see “Cleaning print nozzles” on page 45.

6 If the nozzle test line is still broken, clean the print cartridge
carrier contacts. For help, see “Cleaning print cartridge carrier
contacts” on page 49.

Chapter 5

 —

Do NOT wipe the
nozzles and contacts
with the same section of
cloth.



Vi

Unplugging the power
supply forces the car-

tridge carrier to remain
in the loading position.

[ e

Print smears on
the page

« If the page is smeared
by the next page
exiting the printer, the
ink may still be damp
when a page finishes
printing. Remove the
pages as they exit the
printer and allow them
to dry before stacking.
Select a higher print
quality setting from
the Paper tab in the Job
Properties.

Select the Natural
Color setting from

the Color tab in the
Job Properties.

Cleaning print cartridge carrier contacts

Clean the print cartridge carrier contacts only if you have cleaned and
wiped the print nozzles and print quality is still unsatisfactory.

To clean the print cartridge carrier contacts:

1 Remove both print cartridges. For help, see “Removing a print
cartridge from the printer” on page 38.

2 Unplug the power supply from the electrical outlet.

~

N

3 Use a clean, dry cloth to clean the cartridge carrier contacts
inside the printer.

Carrier contacts

4 Replace the print cartridges. For help, see “Installing or
changing a print cartridge” on page 39.

5 Close the front cover.
6 Plug the printer power supply into an electrical outlet.

If the print quality has not improved after this cleaning process,
replace your print cartridge. If print quality still does not improve,
your printer may require service.

Caring for your printer
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Preserving print cartridges

To ensure the longest life from your print cartridge and optimum
performance from your printer:

Keep a print cartridge in its packaging until you are ready to
install it.

Do not remove a print cartridge from the printer except to
replace, clean, or store it in a print cartridge storage unit. The
print cartridge will not print correctly if removed from the
printer and left exposed for an extended period of time.

If a print cartridge runs out of ink, leave the empty cartridge in
the printer until you are ready to replace it. Printing with one
of the print cartridge carriers empty may cause printer
problems.

Do not refill print cartridges. Refilling empty print cartridges
invalidates your warranty. Incompatible inks can cause
damage to the printhead or to the printer. For best results, use
Lexmark supplies with the printer.
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Appendix

In this section, you can find
information about:

» Installing the printer software
e Printing from DOS

*  Warranty

* Notices

«  Safety information

« Energy Star

Installing the printer
software

You can obtain the printer software
from the CD-ROM, diskettes, or
World Wide Web.

Using the CD-ROM

If your computer has a CD-ROM
drive, follow the steps in th@etting
Startedbooklet to install your printer
software.

If your computer does not have a
CD-ROM drive, you can create
driver diskettes using another
computer with a CD-ROM drive.

Using diskettes

If your computer does not have a
CD-ROM drive, ask our Customer

Support Center to mail you diskettes.

Refer to the printer registration card
for the number in your country.

Follow the instructions to install the
printer software from diskettes.

1 Open an OS/2 window.

2 Insert Setup Disk 1 into your
disk drive.

3 From an OS/2 prompt, type the
letter of your disk drive,
followed bysetupos2(for
examplea:\setup), and then
pressEnter.

4 When prompted by the printer
software, insert the appropriate
disks into your disk drive and
pressEnter.

5 When the menu screen appears,
click Install Drivers and
Documentation, then click
OK.

6 Follow the instructions on the
screen.

Using a downloaded
printer driver

If your computer does not have a
CD-ROM drive, you can download a
driver from Lexmark’s World Wide
Web site atvww.lexmark.com.

1 From Lexmark’s web page,
select the appropriate driver for
your operating system.

2 Double-click the executable
(.exe) file to download it to a
specified location on your hard
drive.

3 Run the executable (.exe) file to
extract all of the driver files.

The driver files will be
extracted to the same location
you downloaded the executable
file.

4 Open the README.1ST file
for further instructions.

Printing from DOS

You must install the following
before you can print from DOS
applications:

* Lexmark Z51 printer software

«  PCL 3 printer driver for each
DOS application

Appropriate drivers in order of
preference are:

— HP DeskJet 500C
— HP DeskJet 500

You must use the HP DeskJet 500C
for color output. If your application
does not include drivers for the HP
DeskJet 500C or the HP DeskJet
500, contact the software
manufacturer for a compatible driver
replacement.

Changing print settings
for DOS applications

If possible, use options in your DOS
application to change printer
settings. Use the following steps
only if you want to change a printer
setting that does not exist in your
DOS application. Settings in your
DOS application override settings in
the driver.

1 From Job Properties, click the
Fonts tab.

For help opening Job
Properties, see “Using the Job
Properties” on page 10.

2 Change settings as needed.
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Printing to a file

To print a document that has been
processed by the driver and stored in
a file (that is, printed to file):

1 Start your application from
DOS.

2 Create a print file using the
“Print to File” function of your
application. For help on
printing to a file, see your
application user's
documentation.

3 Use this DOS command to
copy the print file to the port
where the printer is connected:

copy filenamelptn /b
In the command example:

— copyis the DOS copy com-
mand.

— filenameis the name of the
print file you created.

— Iptn is the port where your
printer is connected. For
example, Ipt or Ipt2.

— Ibinstructs the computer to
send the data in binary
form.

Avoid using the DO®rint
command to send a job to
the printer port. The Print
command causes printing
delays.

Note:

Appendix

Printing envelopes

1 Load up to 10 envelopes,
against the right side of the
automatic feeder.

2 Insert the envelopes with print
side facing you and stamp
location in thdower right
corner.

3 Squeeze the release tab and the
media guide together, and slide
the media guide to the edge of
the envelopes.

4 Customize the Job Properties
for printing envelopes.

5 Print your envelopes.

Quick fixes for DOS
printing problems

Problem: DOS print job takes too
long to print

What to do...

« If you attempt to print a DOS
file by sending it to the port to
which the printer is connected,
use the DOS Copy command.

*  Avoid using the DOS Print
command. It causes print delays.

Problem: DOS print job does not
print

What to do...
* Make sure the Power light is on.

Problem: Envelope does not
print correctly

What to do...

Rotate the envelope 13and
reinsert into the automatic
feeder with print side facing
you and stamp location in the
lower right corner.

Warranty

Lexmark International, Inc.
Lexington, KY

This warranty applies to the United
States and Canada. For customers
outside the U.S. and Canada, refer to
the country-specific warranty
information that came with your
printer.

Lexmark Z51 Color
Jetprinter

This Statement of Limited Warranty
applies to this product if it was
originally purchased for your use,
and not for resale, from Lexmark or
a Lexmark remarketer, referred to in
this statement as “Remarketer.”

Warranty
Lexmark warrants that this product:

* Is manufactured from new parts,
or new and serviceable used
parts, which perform like new
parts,

« |s free from defects in material
and workmanship,

Conforms to Lexmark’s official
published specifications, and

« Isin good working order.

If this product does not function as
warranted during the warranty
period, contact a Remarketer or
Lexmark for repair without charge.

If this product is a feature or option,
this statement applies only when that
feature or option is used with the
product for which it was designed.



To obtain warranty service, you may
be required to present the feature or
option with the product.

If you transfer this product to
another user, warranty service under
the terms of this statement is
available to that user for the
remainder of the warranty period.
You should transfer proof of original
purchase and this statement to that
user.

Warranty service

The warranty period is 12 months
and starts on the date of original
purchase as shown on the purchase
receipt.

To obtain warranty service you may
be required to present proof of
original purchase. Warranty service
will be provided at a Remarketer or a
Lexmark designated location. You
may be required to deliver your
product to the Remarketer or
Lexmark, or ship it prepaid and
suitably packaged to a Lexmark
designated location. You are
responsible for loss of, or damage to,
a product in transit to the Remarketer
or the designated location.

When warranty service involves the
exchange of a product or part, the
item replaced becomes the property
of the Remarketer or Lexmark. The
replacement may be a new or
repaired item. The replacement item
assumes the remaining warranty
period of the original product.

Replacement is not available to you
if the product you present for
exchange is defaced, altered, in need
of a repair not included in warranty
service, or damaged beyond repair.
Also, such product must be free of
any legal obligation or restrictions
that prevent its exchange.

Before you present this product for
warranty service, remove all
programs, data, and removable
storage media.

Extent of warranty

We do not warrant uninterrupted or
error-free operation of a product.

Warranty service does not include
repair of failures caused by:

*  Modification or attachments
» Accidents or misuse

*  Unsuitable physical or
operating environment

* Maintenance by anyone other
than Lexmark or a Lexmark
authorized servicer

*  Operation of a product beyond
the limit of its duty cycle

e Failure to have installed a
maintenance kit as specified (if
applicable)

* Use of printing media outside of
Lexmark specifications

* Use of other than Lexmark
supplies (such as toner
cartridges, inkjet cartridges, and
ribbons)

* Use of other than Lexmark
product or component

ALL EXPRESS AND IMPLIED
WARRANTIES, INCLUDING THE
IMPLIED WARRANTIES OF
MERCHANTABILITY AND
FITNESS FOR A PARTICULAR
PURPOSE, ARE LIMITED IN
DURATION TO THE
WARRANTY PERIOD. NO
WARRANTIES, EXPRESS OR
IMPLIED, WILL APPLY AFTER
THIS PERIOD.

Limitation of liability

Your sole remedy under this
Statement of Limited Warranty is set
forth in this section. For any claim

concerning performance or
nonperformance of Lexmark or a
Remarketer for this product under
this Statement of Limited Warranty,
you may recover actual damages up
to the limit set forth in the following
paragraph.

Lexmark's liability for actual

damages from any cause whatsoever
will be limited to the greater of 1)
$5,000 or 2) the amount you paid for
the product that caused the damages.
This limitation of liability will not
apply to claims by you for bodily
injury or damage to real property or
tangible personal property for which
Lexmark is legally liable. In no event
will Lexmark be liable for any lost
profits, lost savings, incidental
damage, or other economic
consequential damages. This is true
even if you advise Lexmark or a
Remarketer of the possibility of such
damages. Lexmark is not liable for
any claim by you based on a third
party claim.

This limitation of remedies also
applies to any developer of materials
supplied to Lexmark. Lexmark’s and
the developer’s limitations of
remedies are not cumulative. Such
developer is an intended beneficiary
of this limitation.

For further explanation of your
warranty alternatives and the nearest
Lexmark authorized servicer in your
area, please contact Lexmark at 1-
800-LEXMARK

(1-800-539-6275), or on the World
Wide Web at
http://www.lexmark.com.

Additional rights

Some states do not allow limitations
on how long an implied warranty
lasts, or do not allow the exclusion or
limitation of incidental or
consequential damages. If such laws
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apply, the limitations or exclusions
contained in this statement may not

apply to you.

This warranty gives you specific
legal rights. You may also have other
rights which vary from state to state.

Notices

Federal Communications
Commission (FCC)
Compliance Information
Statement

The Lexmark Z51 Color Jetprinter
has been tested and found to comply
with the limits for a Class B digital
device, pursuant to Part 15 of the
FCC Rules. Operation is subject to
the following two conditions: (1) this
device may not cause harmful
interference, and (2) this device must
accept any interference received,
including interference that may
cause undesired operation.

The FCC Class B limits are designed
to provide reasonable protection
against harmful interference in a
residential installation. This
equipment generates, uses and can
radiate radio frequency energy and,
if not installed and used in
accordance with the instructions,
may cause harmful interference to
radio communications. However,
there is no guarantee that
interference will not occur in a
particular installation. If this
equipment does cause harmful
interference to radio or television
reception, which can be determined
by turning the equipment off and on,
the user is encouraged to try to
correct the interference by one or
more of the following measures:

* Reorient or relocate the
receiving antenna.

* Increase the separation between
the equipment and receiver.

Appendix

* Connect the equipment into an
outlet on a circuit different from
that to which the receiver is
connected.

*  Consult your point of purchase
or service representative for
additional suggestions.

The manufacturer is not responsible
for any radio or television
interference caused by using other
than recommended cables or by
unauthorized changes or
modifications to this equipment.
Unauthorized changes or
modifications could void the user's
authority to operate this equipment.

To assure compliance with FCC
regulations on electromagnetic
interference for a Class B computing
device, use a properly shielded and
grounded cable such as Lexmark
part number 1329605. Use of a
substitute cable not properly
shielded and grounded may result in
a violation of FCC regulations.

Any questions regarding this
compliance information statement
should be directed to:

Director of Lab Operations
Lexmark International, Inc.
740 New Circle Road NW
Lexington, KY 40550
(606) 232-3000

Industry Canada
Compliance Statement

This Class B digital apparatus meets
all requirements of the Canadian
Interference-Causing Equipment
Regulations.

Avis de conformité aux
normes d’Industrie
Canada

Cet appareil numérique de la classe
B respecte toutes les exigences du
Reglement sur le matériel brouilleur
du Canada.

European Community
(EC) directives conformity

This product is in conformity with
the protection requirements of EC
Council directives 89/336/EEC and
73/23/EEC on the approximation
and harmonization of the laws of the
Member States relating to
electromagnetic compatibility and
safety of electrical equipment
designed for use within certain
voltage limits.

A declaration of conformity with the
requirements of the Directive has
been signed by the Director of
Manufacturing and Technical
Support, Lexmark International,
S.A., Boigny, France.

This product satisfies the Class B
limits of EN 55022 and safety
requirements of EN 60950.

Japanese VCCI notice

COREIZ, WROEERSWAMEE ERMEBRE (VCC D) Kk
CRT<Y 52 B IWHILINERTY, CORME. RERATHM TS L
EEMHELTOETA, CORENSIAOFLEY 3 > RERICERLT
WAHEND L, RAMEEIIXRTENBDET.

WA EIC WS TELVWIRDBLELTFE L,

The United Kingdom
Telecommunications Act
1984

This apparatus is approved under the
approval number NS/G/1234/J/
100003 for the indirect connections
to the public telecommunications
systems in the United Kingdom.

Safety information

« If your power supply fails, replace it with
the Lexmark replacement part or other
UL LISTED Direct Plug-In Power Unit
marked “Class 2" and rated 30 Vdc at
830 mA.

« If your praduct is NOT marked with this
symbol E , it MUST be connected to
an electrical outlet that is properly
grounded.

« The power cord must be connected to an
electrical outlet that is near the product
and easily accessible.

« Refer service or repairs, other than those
described in the operating instructions, to
a professional service person.



« This product is designed, tested and
approved to meet strict global safety
standards with the use of specific Lex-
mark components. The safety features of
some parts may not always be obvious.
Lexmark is not responsible for the use of
other replacement parts.

Consignes de sécurité

« Sile symbolelE n'apparait PAS sur
votre produit, ce dernier DOIT étre
branché sur une prise de courant mise a
la terre.

* Le cable d'alimentation doit étre con-
necté a une prise de courant placée prés
du produit et facilement accessible.

« L'entretien et les réparations autres que
ceux décrits dans les instructions
d'emploi doivent étre effectués par le per-
sonnel de maintenance qualifié.

« Ce produit a été concu, testé et approuvé
pour respecter les normes strictes de
sécurité globale lors de I'utilisation de
composants Lexmark spécifiques. Les
caractéristiques de sécurité de certains
éléments ne sont pas toujours évidentes.
Lexmark ne peut étre tenu responsable
de l'utilisation d'autres piéces de
rechange.

Norme di sicurezza

« Se il prodotto € contrassegnato con
questo simbol DEVE essere colle-
gato lo stesso ad una presa elettrica con
messa a terra.

* Il cavo di alimentazione deve essere col-
legato ad una presa elettrica posta nelle
vicinanze del prodotto e facilmente rag-
giungibile.

« Per la manutenzione o le riparazioni,
escluse quelle descritte nelle istruzioni
operative, consultare il personale di
assistenza autorizzato.

« |l prodotto € stato progettato, testato e
approvato in conformita a severi standard
di sicurezza e per I'utilizzo con compo-
nenti Lexmark specifici. Le caratteris-
tiche di sicurezza di alcune parti non
sempre sono di immediata compren-
sione. Lexmark non & responsabile per
I'utilizzo di parti di ricambio di altri
produttori.

Sicherheitshinweise

« Fallsder Drucker nicht mit diesem Sym-
bol markiert ist, muR3 er an eine ord-
nungsgemalf’ geerdete Steckdose
angeschlossen werden.

« Das Netzkabel muf3 an eine Steckdose
angeschlossen werden, die sich in der
Nahe des Gerats befindet und leicht
zuganglich ist.

.

Wartungsarbeiten und Reparaturen, mit
Ausnahme der in der Betriebsanleitung
naher beschriebenen, sollten Fachleuten
Uberlassen werden.

Dieses Produkt und die zugehérigen
Komponenten wurden entworfen und
getestet, um beim Einsatz die weltweit
glltigen Sicherheitsanforderungen zu
erfiillen. Die sicherheitsrelevanten Funk-
tionen der Bauteile und Optionen sind
nicht immer offensichtlich. Sofern Teile
eingesetzt werden, die nicht von Lex-
mark sind, wird von Lexmark keinerlei
Verantwortung oder Haftung fur dieses
Produkt ibernommen.

Pautas de seguridad

Eu producto NO tiene este simbolo,

, es IMPRESCINDIBLE conectarlo
a una toma de corriente eléctrica con
toma de tierra correcta.

El cable de alimentacion deberé conec-
tarse a una toma de corriente situada
cerca del producto y de facil acceso.
Cualquier servicio o reparacion debera
realizarse por parte del personal cualifi-
cado, a menos que se trate de las averias
descritas en las instrucciones de utiliza-
cion.

Este producto se ha disefiado, verificado
y aprobado para cumplir los mas estric-
tos estandares de seguridad global
usando los componentes especificos de
Lexmark. Puede que las caracteristicas
de seguridad de algunas piezas no sean
siempre evidentes. Lexmark no se hace
responsable del uso de otras piezas de
recambio.

Veiligheidsvoorschriften

.

Zorg ervoor dat uw produkt is aangeslo-
ten op een geaard stopcontact als het
produkt !ﬁT is gemarkeerd met det
symbool .

Het netsnoer moet worden aangesloten
op een gemakkelijk bereikbaar stopcon-
tact in de buurt van het produkt.

Neem contact op met een professionele
onderhoudstechnicus voor onderhoud en
reparaties die niet in de bij het produkt
geleverde instructies beschreven worden.
Dit product is ontworpen, getest en
goedgekeurd om te voldoen aan strenge
internationale veiligheidsvoorschriften.
Deveiligheidsvoorzieningen van
bepaalde onderdelen zullen niet altijd
duidelijk zichtbaar zijn. Lexmark is niet
verantwoordelijk voor het gebruik van
andere vervangende onderdelen.

Sikkerhedsoplysninger

e Huvis dit produkt IKKE er markeret med
dette symbol , SKAL det sluttes til
en stikkontakt med jordforbindelse.

* Ledningen skal sluttes til en stikkontakt,
der er teet p& produktet og som er let
tilgeengelig.

* Service og reparationer, som ikke er
beskrevet i brugsanvisningen, skal
udfgres af en kvalificeret tekniker.

» Dette produkt er udviklet, testet og godk-
endt i overensstemmelse med Lexmarks
verdensomspaendende standarder for sik-
kerhed. Delenes sikkerhedsfunktioner
kan veere skjulte. Lexmark patager sig
intet ansvar for brugen af uoriginale
reservedele.
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Sikkerhetsinformasjon

» Huvis produktet ditt ikke er merket med
dette symbolet| , m& det bare kobles
til en stikkontakt som er jordet.

« Ledningen mé veere koblet til en stikkon-
takt nzer produktet. Stikkontakten ma
veere lett tilgjengelig.

* La bare kvalifisert personale ta seg av
service og reparasjon som ikke er direkte
beskrevet i bruksanvisningen.

« Dette produktet er utviklet, testet og god-
kjent i overensstemmelse med strenge
verdensomspennende sikkerhetsstan-
darder for bestemte Lexmark-deler.
Delenes sikkerhetsfunksjoner kan veere
skjulte. Lexmark er ikke ansvarlig for
bruk av uoriginale reservedeler.

Sakerhetsanvisningar

e Om produkten INTE ar markt med denna
symbol MASTE den anslutas till ett
jordat vagguttag.

+ Natkabeln maste anslutas till ett lattatko-
mligt vagguttag i ndrheten av maskinen.

» Lat endast uthildad servicepersonal
utféra sddan service och sddana repara-
tioner som inte beskrivs i handledningen.

» Denna produkt &r utformad, testad och
godkand for att uppfylla internationella
sékerhetsbestdmmelser nér den anvands
tillsammans med andra Lexmark-
produkter. Sakerhetsegenskaperna for
vissa delar ar inte helt uppenbara. Lex-
mark frAnsager sig ansvaret om delar av
ett annat fabrikat anvéands.

Informacio de seguretat

* Sielvostre pr@ucte NO esta marcat
amb el simbol , S'HAURA de con-
nectar a una presa eléctrica de terra.

» Elcable de potencia s’haura de connectar
a una presa de corrent propera al pro-
ducte i faciiment accessible.
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Si heu de fer una reparaci6 que no figuri
entre les descrites a les instruccions de
funcionament, confieu-la a un profes-
sional.

Aquest producte esta dissenyat, compro-
vat i aprovat per tal d'acomplir les
estrictes normes de seguretat globals
amb la utililitzacié6 de components espe-
cifics de Lexmark. Les caracteristiques
de seguretat d'algunes peces pot ser que
no sempre siguin obvies. Lexmark no es
responsabilitza de I'us d'altres peces de
recanvi.

Turvaohjeet

.

Jos tuotteessa ei ole téta tunnu@

sen saa kytked vain maadoitettuun plsto-
rasiaan.

Tuotteen verkkojohto on kytkettéavéa sité
lahell& olevaan pistorasiaan. Varmista,
etta kulku pistorasian luo on esteeton.
Muut kuin kéyttdohjeissa mainitut
huolto- tai korjaustoimet on jatettava
huoltoedustajalle.

Tama tuote on testattu ja hyvaksytty. Se
tayttaa korkeat maailmanlaajuiset turval-
lisuusvaatimukset, kun siind kaytetaan
tiettyja Lexmarkin valmistusosia. Joiden-
kin osien turvallisuusominaisuudet eivéat
aina ole itsestéan selvid. Lexmark ei vas-
taa muiden kuin alkuperéisten osien
kaytosta.

Informacbes de
seguranca

Se o produto NAO estiver marcado com
este simbolo|C] , € necessario liga-lo a
uma tomada com ligacéo a terra.

O cabo deve ser ligado a uma tomada
localizada perto do produto e facilmente
acessivel.

Para todos 0s servigos ou reparagdes nao
referidos nas instru¢des de operagéo,
deve contactar um técnico dos servigos
de assisténcia.

Este produto foi concebido, testado e
aprovado para satisfazer os padrdes glo-
bais de seguranca na utilizagdo de com-
ponentes especificos da Lexmark. As
fungdes de seguranca de alguns dos com-
ponentes podem néo ser sempre 6bvias.
A Lexmark néo é responsavel pela uti-
lizag&o de outros componentes de substi-
tuigéo.

Informacdes de
seguranga

Se o produto NAO estiver marcado com
este simbolo , ele DEVE SER
conectado a uma tomada elétrica com
ligagdo a terra.
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O cabo de alimentagdo deve ser
conectado a uma tomada elétrica local-
izada perto do produto e de facil acesso.
Para todos os servigos ou reparagdes ndo
descritos nas instrucdes de operagéo,
entre em contato com um técnico dos
servicos de assisténcia.

Este produto esta projetado, testado e
aprovado para satisfazer os padrdes glo-
bais de seguranca para uso de compo-
nentes especificos da Lexmark. Os
recursos de seguranga de alguns compo-
nentes podem néo ser sempre 6bvios. A
Lexmark néo é responsavel pelo uso de
outros componentes de substituigao.

Przepisy bezpieczeiistwa

[, moze
iazd:
g

Jeteli produkt NIE jest oznaczony
o pramidiows e

Kabel zasilsjacy musi byé podigczony do fatwo dostepnego gniazda

elekirycznego, znajdujacego sle w poblizu urzadzenia.

Wiazelkie naprawy | czynnoécl serwisowe, oprécz opisanych w Instrukcji
obstugi, powinny by¢ wykonywane przez autoryzowany serwis.

Produkt
firmy Lexmark i mmmmy |lko :pdml]qny $wiatowe standardy
bezpleczenistwa. Pozostate podzespoly moga nie spefniac tych warunkéw.
Firma Lexmark nie ponosi odpowiedzialnosci za skutki uzywania innych
czeéci zamiennych.

b no 6! "

* Ecnu nproGpetexHoe Bamu usaenue HE uMeet mapkupos-
«u [d], To ero HEOBXOAMMO nopkniouaTs k HaexHo
3a3eMIIeHHON pogeTke.

* Kabenb nuTaHua cefyet noAKsiouaTs K IerkogocTynHoii
anexTp i posetke, it B61U3M OT MecTa
YCTaHOBKY U3penus.

« Onepauuu no 1 peMoHTy, 3a
B F AOIKHbI

Y

* [laHHoe U3genue CpoeKTUPOBAHO, UCTILITAHO U NPOLLITO
aTTecTaumio Ha COOTBETCTBUM XECTKM [o6anbHbIM CTak-
[AapTam 6e3onacHocTy B pacteTe Ha UCTIofb30BaHue onpe-
[eneHHbIx yacTelt NpouasozcTea cupmsl Lexmark. Brustne
0TAeNbHLIX AeTaneil Ha 6e30MacHOCTb He BCerfa O4eBuaHo.
®@vipma Lexmark He HeceT OTBETCTBEHHOCTU 3a UCMONb30-
BaHU 3ANaCHbIX YaCTei, OTMIN4HbIX OT PEKOMEH0BAHHBIX.

Giivenlik Bilgisi

® Uriiniizde [@ simgesi YOKSA, iiriin dogru bigimde
topraklanmis bir elektrik prizine TAKILMALIDIR.

® Glg kablosu, Uriiniin yakininda ve kolay ulasilabilir bir
elektrik prizine takilmalidir.

® [sletim ydnergelerinde agiklananiar disinda servis veya
onarim igin yetkili servis personeline bagvurun.

® Bu Uriin, 6zel Lexmark bilesenlerinin kullanimi konusundaki
genel glivenlik standartlarina uyacak bigimde tasarlanmis,
denenmis ve onaylanmistir. Bazi pargalarin glvenlik
ozellikleri her zaman kesin olmaz. Lexmark, baska yedek
pargalarin kullanimindan sorumluluk tagimaz.
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Energy Star

The EPA ENERGY STAR
Computers program is a partnership
effort with computer manufacturers
to promote the introduction of
energy-efficient products and to
reduce air pollution caused by power
generation.

Companies participating in this
program introduce personal
computers, printers, monitors, or fax
machines that power down when
they are not being used. This feature
will cut the energy used by up to 50
percent. Lexmark is proud to be a
participant in this program.

As an Energy Star Partner, Lexmark
International, Inc. has determined
that this product meets the Energy
Star guidelines for energy efficiency.



Index

A

accessories

seesupplies
aligning print cartridges 42
automatic feeder 2
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banner paper holderd4
banner paper support
bidirectional communications
4
binding
long edge 20
short edge 19
binding edge options19
black cartridge
installing 38
ordering 38
replacing 38
blinking lights, cause of 6
buttons and lights 5
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cable interface problems
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communications
cards
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index 25

carrier contacts, cleaningd9
cartridges
seeprint cartridges
clip limits 28
envelopes 25
paper 28
color cartridge
installing 38
ordering 38
replacing 38
supplies 38
completing the cartridge
installation 40
customized paper sizes,
printing 26
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damaged printer partsl
dark or smudged print41
disposing of a cartridge38
DOS printing
changing print settings51
printing envelopes 52
to file 52
dpi (glossary) 25
driver,printer 8
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Energy Star 56

envelopes, printing 25
error
lights 6
messages 6

F

FCC statement54
foils

seetransparencies
front cover 3

G

glossary
dpi 25
icon 9
inkjet 1
interface 4
print cartridge 37
printer driver 8
software application 7
specialty media 25
greeting cards
ordering 29
printing 29

icon (glossary) 9
improving print quality 41, 49
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index cards, printing 25
ink cartridges
seeprint cartridges
inkjet (glossary) 1
installing a print cartridge 38
instruction page 20
interface (glossary) 4
interface problems
seebidirectional
communications
intermittent printing 4
iron-on transfers
ordering 30
printing 30

J

jams, paper 18
Job Properties, openingl0

L

landscape 19

lights and buttons 5
loading paper 17
long edge binding 20

M

manual feeder 3
media guide 2

media support 2
missing printer parts 1

N

Notices 51

nozzles
cleaning 45
testing 45
wiping 45

Index

O

opening
Job Properties 10
print object 15
Printer Properties 9
opening the printer driver help
4,8
ordering
black cartridge 38
color cartridge 38
greeting cards 29
iron-on transfers 30
photo cartridge 31, 38
photo paper 31
supplies 14
transparencies 24
orientation
landscape 19
portrait 19

P

paper
loading 17
printing 17

paper exit tray 3

paper feed button5

paper feeding problemsl8

glossy paper sticks together

31
paper fails to feed 17

installing 38
ordering 38
replacing 38
photo paper (ordering)31
photos, printing 31
portrait 19
postcards, printing 25
power button 5
power light 5
preserving print cartridgesb0
print cartridge (glossary)37
print cartridge storage unit
using 38
print cartridges
aligning 42
changing 39
cleaning 45
cleaning carrier contacts49
disposing of 38
installing 38, 39
ordering 38
preserving 50
removing 38
replacing 38
storing 38
wiping nozzles and contacts
47
print nozzles
cleaning 45
testing 45
wiping 47
print object, opening 15

paper feeds multiple sheets atprint quality

one time 17
paper jams 18
parts
missing or damagedl
photo paper sticks together
31
paper jams 18
paper support 2
parts of the printer 2
photo cartridge

black areas on transparencies
contain white streaks24
clogged nozzles 45
print is too dark or smudged
41
print smears 49
white streaks in photos31
printer driver (glossary) 8
printer driver help, opening4, 8



Printer Properties, opening®
printer software
Job Properties 10
print object 15
Printer Properties 8, 9, 10
updating 40
using 7
printing
customized paper size6
envelopes 25
greeting cards 29
iron-on transfers 30
photos 31
plain paper 17
transparencies 24
problems
seetroubleshooting

R

removing print cartridges 38
replacing print cartridges38

S

safety information 54

short edge binding 19
smeared or smudged prind1
software application (glossary)

specialty media (glossary)23
supplies
black cartridge 38
color cartridge 38
greeting cards 29
iron-on transfers 30
ordering 14
photo cartridge 31, 38
transparencies 24

T

transparencies
ordering 24
printing 24
troubleshooting
DOS printing
envelope prints
incorrectly 52
job does not print 52
job takes too long to
print 52
troubleshooting (quick fix)
bidirectional
communications problems
error lights 6
general
damaged printer 1
parallel cable
problems 4
printer is plugged in but
nothing prints 23
printer lights blink 5, 6
printer prints very
slowly 33

printer software settings

not in effect 9, 10
paper fails to feed 17
paper feeding

glossy paper stick

together 31

glossy paper sticks

together 24

paper jams 18
photo paper stick

together 31

photo paper sticks

together 24

transparencies stick

together 24

paper feeds multiple sheets at

onetime 17

print quality

black areas on
transparencies
contain white
streaks 24

clogged nozzles 45

minimum clip limits
(envelopes) 25

minimum clip limits
(paper) 28

print is too dark or
smudged 41

print smears 49

printer is printing but no
photo appears31

printer prints missing
characters 47

white streaks in
photos 31
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United Kingdom
Telecommunications Act

1984 54

warranty information 52
white streaks (photos)31
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